
Glass disc insulators 
Toughened glass insulators are for use on transmission line and shall be of the standard profile 
cap and pin type Metal parts shall be made of malleable iron, ductile iron or steel, hot dip 
galvanized The insulator shall be provided with zinc anti-corrosive sleeves at the interface 
between pin and internal cement if upon request Toughened glass insulators have zero 
spontaneous breakage, easy maintance and long lifespan characteristics 

 
Main parameters: 
Voltage Range: 11kV~500kV 
Puncture voltage::130kV 
Mechanical failing load:70kN,120kN,240kN and as per client’s request 
Applicable standards: IEC60383 

IEC Standard Class  U70B U100B U120B U160B U210B U240B 

Min mechanical failing load 
(kN)                        

70 100 120 160 210 240 

Spacing H         (mm)                                   146 146 146 170 170 170 

Diameter D        (mm)                                  255 255 255 280 280 280 

Creepage 
distance   (mm)                                

320 320 320 400 450 450 

Ball and socket coupling 16 16 16 20 20 24 

Stainless steel security clip W W W W R R 



Power frequency wet withstand voltage 
(5 pcs/1 pcs)       (kV) 

150/40 150/40 150/40 180/45 190/50 190/50 

Dry lightning impulse withstand voltage 
(5 pcs/1 pcs)       (kV) 

420/100 420/100 420/100 450/110 510/125 510/125 

Power frequency puncture voltage 
(kV)                      

110 110 110 110 110 130 

Radio influence voltage (μv)               50 50 50 50 50 50 

Weight (kg)                                       3.6 4.0 4.2 6.5 7.3 7.2 

 
For additional specifications please contact our customer service.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


